
    

For more information or to speak to a Hebel representative call:

1300 369 448 or www.hebel.com.au

Hebel® is a registered trademark of the Xella group. CSR Building Products Ltd is an exclusive licensee of Xella. CSR Hebel is a business of CSR 
Building Products Ltd ABN 55 008 631 356. Gyprock® is a registered trademark of CSR Building Products. 
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SERVICES WALL
for walls with 2 hour fire rating up to 4.65 metres high

Code Application FRL (A) Wall linings Hebel component
Acoustic  

rating   
Rw (B)

Wall 
width 
(mm)

Paint 
finish

HEB 1207 Bare Shaft

-/120/120 for wall 

heights up to 

4.65m

Nil 75mm caged T&G PowerPanel 33 75 Optional

Hebel 
PowerPanel 
(caged tongue & 

groove)

Fix angle to slab as per project specifications

Fix angle to slab as per project specifications

Hebel Mortar

Slotted angle 75mm x 
50mm x 1.2mm BMT

Concrete slab

Concrete slab

CSR FireSeal™ sealant and backing rod

Slotted base angle 50 x 50 x 0.8mm for H  3300mm or 
Slotted angle 75 x 50 x 1.2mm for H>3300mm

14-10 x 65mm hex head type 17 screw 
(located centrally on each panel)*

14-10 x 65mm hex head type 17 screw  
(located centrally on each panel)*

SHAFT

NOTES:
(A)  Also see Construction details section.
(B ) Rw values are based on acoustic opinion 2010861.3/1506A/R0/GW provided by Acoustic Logic Consultancy Pty Ltd.

GENERAL NOTES:
1.  HEB 1207 is designed to resist a maximum ultimate lateral pressure of 0.50kPa. Contact Hebel Technical Services if lateral pressures exceed 0.50kPa.


