
TYPICAL PENETRATION

SCALE: 1:5

BACKING ROD AND SEALANT

TO PROJECT SPECIFICATION

METAL PIPE

HEBEL POWERFLOOR PANEL

CONTACT CSR HEBEL FOR FIRE RATING INFORMATION.

FIRE INSULATION AND ACOUSTIC INSULATION TREATMENT OF

THE PIPE TO THE APPROPRIATE CONSULTANT'S DETAILS.

HEBEL POWERFLOOR PENETRATIONS AND NOTCHING DETAILS

80mm MAX.

LARGE PENETRATION AND BLOCKING

SCALE: 1:5

FIRE COLLAR TO PROJECT

SPECIFICATION

HEBEL POWERFLOOR PANEL

JOIST JOIST

PVC PIPE

SOLID TIMBER BLOCKING

REQUIRED FOR

PENETRATIONS ABOVE 80mm

CEILING SYSTEM TO PROJECT

SPECIFICATION

FIRE PROTECTION TO CEILING

MANUFACTURER'S SPECIFICATION

>80mm DIA.

CONTACT CSR HEBEL FOR FIRE RATING INFORMATION.

FIRE INSULATION AND ACOUSTIC INSULATION TREATMENT OF

THE PIPE TO THE APPROPRIATE CONSULTANT'S DETAILS.

NOTCH LENGTH HEBEL POWERFLOOR PANEL

SOLID TIMBER BLOCKING/TRIMMING

ADJACENT TO EDGE OF NOTCH

END JOIST

BLOCKING DETAIL FOR CORNER NOTCHING

SCALE: 1:5

1:5 @ A3

A3
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SOLID TIMBER BLOCKING/TRIMMING

ADJACENT TO EDGE OF NOTCH TO

SUPPORT PANEL WITH MAJOR NOTCHING

MAXIMUM NOTCH

WIDTH = 1/4 OF

PANEL WIDTH

END JOIST

HEBEL POWERFLOOR PANEL

NOTE: NOTCHING IS NOT PERMITTED IN PANELS LESS THAN 400mm WIDTH.

BLOCKING DETAIL FOR CORNER NOTCHING

ISOMETRIC VIEW

NTS

HEBEL POWERFLOOR PENETRATIONS AND NOTCHING DETAILS

NTS @ A3

A3
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