OVERVIEW OF HEBEL POWERPANEL®® INTERTENANCY WALLS
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CONTACT YOUR CONSULTANT FOR
DETAILING OF PENETRATIONS
THROUGH HEBEL POWERPANEL®
PANEL TO ENSURE THE NOMINATED
ACOUSTIC AND FIRE PERFORMANCE
IS ACHIEVED
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CONTINUOUS DEFLECTION
HEAD TRACK. SEE BASE
CONNECTION DETAILS
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TYPICAL LAYOUT OF POWERPANEL®® INTERTENANCY WALLS
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SERVICES MAY PENETRATE DECORATIVE

AN

WALL LINING AND ARE TO BE CAULKED
(GAP BETWEEN SERVICE AND LINING
SHOULD NOT EXCEED 6mm).

FOR WET AREA LINING USE CSR GYPROCK

\%

SERVICES MUST RUN THROUGH
WALL FRAME AND MUST NOT BE
FIXED TO THE POWERPANEL®®
PANEL

HEBEL ADHESIVE AT EDGE JOINTS

AQUACHEK PLASTERBOARD OR CSR
CEMINTEL FIBRE CEMENT SHEET
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OVERVIEW OF HEBEL POWERPANEL®® INTERTENANCY WALLS

BRACKET FIXED TO FRAMING
AND POWERPANEL®® PANEL
(REFER TO FIXING DETAIL)

BRADFORD FIRESEAL PARTY WALL
SEALER WITH 10% COMPRESSION TO
FULLY FILL ALL GAPS. SEE NCC
CLAUSE 3.7.1.8 d) ii)

INSULATION AS PER
PROJECT SPECIFICATION

REFER TO FIGURE 3.3.4.1
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PROJECT SPECIFICATION SPECIFICATION
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FLOOR JOISTS MAY BE
PERPENDICULAR OR

REFER TO FIGURE 3.3.4.1
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VERTICAL CROSS SECTION OF HEBEL POWERPANEL"™ INTERTENANCY WALLS
SCALE: 1:20
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BASE CONNECTION

HEBEL POWERPANEL®
PANEL

—— INSULATION AS PER
PROJECT SPECIFICATION
GYPROCK PLASTERBOARD TO

PROJECT SPECIFICATION i

CONTINUOUS DEFLECTION <_
HEAD TRACK (RONDO 51 x
50 x 0.70mm BMT) FIXED
WITH MASONRY ANCHORS
AT 600mm MAX. CTRS

———— 10mm GAP ON EACH SIDE

TIMBER OR STEEL FRAMING
AS PER PROJECT

SN

HEBEL POWERPANEL®
PANEL

GYPROCK PLASTERBOARD TO
PROJECT SPECIFICATION

CONTINUOUS STEEL ANGLE
FIXED TO SLAB WITH
MASONRY ANCHORS AT
600mm MAX. CTRS

POWERPANEL®® PA@

TO CONTINUOUS STEEL ]

ANGLE WITH 14-10 x 65mm
HEX HEAD TYPE 17 SCREWS

SRR

— INSULATION AS PER

i PROJECT SPECIFICATION

NOTE: THIS FRAME TO BE
e CONSTRUCTED FIRST

=——— 10mm GAP ON EACH SIDE

TIMBER OR STEEL FRAMING
AS PER PROJECT

., SPECIFICATION AT 600mm MAX. CTRS \ N SPECIFICATION
=~
A < . _ — A A <J -
BASE CONNECTION - BASE CONNECTION -
CONTINUOUS DEFLECTION HEAD TRACK CONTINUOUS STEEL ANGLE
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BASE CONNECTION

HEBEL POWERPANEL®®
PANEL

GYPROCK PLASTERBOARD TO
PROJECT SPECIFICATION

ALUMINIUM BRACKET FIXED TO
FRAME WITH 2 x 12-11 x 35mm HEX
HEAD TYPE 17 SCREWS FOR
TIMBER FRAMING, OR 2 x 10-16 x
16mm HEX HEAD SCREWS FOR
STEEL FRAMING

CONTINUOUS HEBEL
MORTAR

TR

— INSULATION AS PER
PROJECT SPECIFICATION

———— 10mm GAP ON EACH SIDE

TIMBER OR STEEL FRAMING
AS PER PROJECT
SPECIFICATION

[N

BASE CONNECTION - WALL BRACKET

SCALE: 1:20
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WALL BRACKET FIXING

M

o .

50mm | 50mm

|
I CENTRELINE OF PANEL
|

< I

600mm WIDE
HEBEL POWERPANEL®
PANEL (ONE PANEL)

= <=

NOTE: GROUND LEVEL: SCREW FIX WALL BRACKET AT TOP AND BOTTOM
PLATES OF WALL FRAME AND TO THE POWERPANEL®® PANEL. NO
BRACKETS ARE REQUIRED AT BOTTOM PLATE WHEN USING A
CONTINUOUS DEFLECTION HEAD TRACK OR CONTINUOUS STEEL ANGLE
FOR BASE CONNECTION.

WALL BRACKET SHALL
BE FIXED TO PANEL
WITHIN A 50mm EITHER
SIDE OF THE
CENTRELINE OF THE
PANEL WIDE CENTRAL
REGION OF THE PANEL

UPPER LEVEL: SCREW FIX WALL BRACKET AT TOP AND BOTTOM PLATES
OF WALL FRAME AND TO THE POWERPANEL®® PANEL.

WALL BRACKETS ARE SCREW FIXED TO POWERPANEL®® PANEL AT 600mm
CENTRES, WITHIN 50mm EITHER SIDE OF CENTRELINE OF EACH PANEL.
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CONTROL JOINT DETAILS

INSULATION AS PER
f PROJECT SPECIFICATION

—— 50mm WIDE, 13mm THICK CSR
BRADFORD FIRESEAL DAMPER

e STRIPS WITH A DENSITY OF 110kg/m®

—— HEBEL POWERPANEL®® PANEL

Z

HORIZONTAL JOINTS - OPTION 1 (FRL: 90 MINUTES)

SCALE: 1:20

NON-COMBUSTIBLE

PACKER

W INSULATION AS PER
PROJECT SPECIFICATION

10mm WIDE (MAX.)
AND 10mm DEEP
(MIN.) CSR FIRESEAL
SEALANT OVER
BACKING ROD ON
BOTH SIDES

—— HEBEL POWERPANEL®® PANEL

7

HORIZONTAL JOINTS - OPTION 2 (FRL: 90 MINUTES)

SCALE: 1:20
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50mm LONG (MIN.)
NON-COMBUSTIBLE

PACKER (1 PER PANEL) —— |

ABLEFLEX (PRE) CUT AWAY
AT PACKER LOCATIONS —1

HORIZONTAL JOINTS - OPTION 3 (FRL: 60 MINUTES)

SCALE: 1:20

NN NN

TIMBER OR STEEL FRAMING

__—7/  ASPERPROJECT

SPECIFICATION

CONTROL JOINT DETAILS

CONTINUOUS

NON-COMBUSTIBLE
PACKER

—— 10mm WIDE (MAX.) AND 10mm

DEEP (MIN.) CSR FIRESEAL
SEALANT OVER BACKING ROD OR

ABLEFLEX

—— HEBEL POWERPANEL®® PANEL

N W

SCALE: 1:20

<W/

TIMBER OR STEEL FRAMING
AS PER PROJECT
SPECIFICATION

—— 10mm WIDE (MAX.) AND 10mm
DEEP (MIN.) CSR FIRESEAL
SEALANT OVER CONTINUOUS
PACKER

—— HEBEL POWERPANEL®® PANEL

HORIZONTAL JOINTS - OPTION 4 (FRL: 60 MINUTES)
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CONTROL JOINT DETAILS

TIMBER OR STEEL
FRAMING AS PER
PROJECT SPECIFICATION

—— 10mm WIDE (MAX.)

AND 10mm DEEP
(MIN.) CSR FIRESEAL
SEALANT OVER
BACKING ROD

—— HEBEL POWERPANEL®°

PANEL

VERTICAL JOINTS - OPTION 1 (FRL: 60 MINUTES)

SCALE: 1:20

TIMBER OR STEEL
FRAMING AS PER
PROJECT SPECIFICATION

10mm WIDE (MAX.)
AND 10mm DEEP
(MIN.) CSR FIRESEAL
SEALANT OVER
BACKING ROD ON
BOTH SIDES

—— HEBEL POWERPANEL?®®
PANEL

Sy

VERTICAL JOINTS - OPTION 2 (FRL: 90 MINUTES)

SCALE: 1:20
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INSULATION AS PER PROJECT
SPECIFICATIONS

NON-COMBUSTIBLE MATERIAL
SUCH AS FIBRE CEMENT SHEET

ROOF VALLEY AND PARAPET DETAILS

BRADFORD FIRESEAL PARTY WALL

SEALER WITH 10% COMPRESSION
TO FULLY FILL ALL GAPS

Vo

A
A
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INSULATION AS PER PROJECT
SPECIFICATIONS

= B o
q O C

TIMBER OR STEEL FRAMING AS

PER PROJECT SPECIFICATIONS Y

HEBEL POWERPANEL® PANEL ————_|

10mm GAP ON EACH SIDET

el

N

”

g

BLOCKING 45mm THICK
BETWEEN TRUSSES AS
REQUIRED

WALL BRACKETS EACH SIDE OF

POWERPANELS® PANEL

INSULATION AS PER PROJECT

SPECIFICATIONS

ROOF VALLEY FOR POWERPANEL®® INTERTENANCY WALLS

SCALE: 1:5

www.hebelaustralia.com.au
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ROOF VALLEY AND PARAPET DETAILS

BRADFORD FIRESEAL PARTY WALL
SEALER WITH 10% COMPRESSION
TO FULLY FILL ALL GAPS

Aé
NOTE: 'V' GUTTERS ARE CONSIDERED
MAX. 1200mm NON-COMPLIANT IN VARIOUS STATES AND
BETWEEN CLIPS TERRITORIES AROUND AUSTRALIA. AS SUCH
THE DESIGNER MUST DETAIL SUCH GUTTERS TO
ENSURE COMPLIANCE WITH STATE AND
TERRITORY PLUMBING REGULATIONS
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INSULATION AS PER PROJECT > < __ - INSULATION AS PER PROJECT
SPECIFICATIONS \ / SPECIFICATIONS
Q F3: EEd O
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BLOCKING 45mm THICK
BETWEEN TRUSSES AS
TIMBER OR STEEL FRAMING AS REQUIRED
PER PROJECT SPECIFICATIONS W
N N
\><
™~ WALL BRACKETS EACH SIDE OF
% 5
HEBEL POWERPANEL"” PANEL —\\ POWERPANELS® PANEL
s
10mm GAP ON EACH SIDE ﬂ
N
I~
INSULATION AS PER PROJECT
N N | | SPECIFICATIONS
L—1
1
50
ROOF PARAPET FOR POWERPANEL" INTERTENANCY WALLS
SCALE: 1:5
FIGURE TITLE ROOF VALLEY AND PARAPET FOR HEBEL
CSR BUILDING PRODUCTS LTD h b 0' ’ 3.35.2 POWERPANEL® INTERTENANCY WALLS
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JUNCTION DETAILS

GYPROCK PLASTERBOARD AS
PER PROJECT SPECIFICATIONS

UNIT 1

INSULATION AS PER PROJECT
SPECIFICATIONS

INSULATION AS PER PROJECT
SPECIFICATIONS

WALL BRACKETS

10mm GAP ON
WALL BRACKETS \ EACH SIDE ‘T\
N y )
N (° M ©
e N o
N\ a N\

..—'—._"_:.)_l________________________—___
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HEBEL POWERPANEL*-
EXTERNAL WALL SYSTEM AS
PER PROJECT SPECIFICATION

/

€3 EXTERNAL

i

50

0995

DESGGGEONNEEE

INSULATION AS PER PROJECT
SPECIFICATIONS

GYPROCK PLASTERBOARD AS

// 55

PER PROJECT SPECIFICATIONS

UNIT 2

TIMBER OR STEEL FRAMING AS
PER PROJECT SPECIFICATIONS

HEBEL POWERPANEL®® PANEL

INSULATION AS PER PROJECT
SPECIFICATIONS

GYPROCK PLASTERBOARD AS
PER PROJECT SPECIFICATIONS

X
_ X

HE

IMPORTANT: PROVIDE A CONTROL JOINT
AT JUNCTION OF THE EXTERNAL WALL
AND THE HEBEL INTERTENANCY WALL

BRADFORD FIRESEAL PARTY WALL
SEALER WITH 10% COMPRESSION TO
FULLY FILL ALL GAPS

SARKING/ WALL WRAP AS REQUIRED

/

EXTERNAL WALL JUNCTION FOR POWERPANEL®® INTERTENANCY WALLS

SCAL

E:1:5

AB.N. 55008 631356
www.hebelaustralia.com.au
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JUNCTION DETAILS

HEBEL POWERPANEL®® PANEL x

WALL BRACKETS

GYPROCK PLASTERBOARD TO
SYSTEM SPECIFICATIONS

INSULATION AS PER
PROJECT SPECIFICATIONS

BRADFORD FIRESEAL PARTY WALL
SEALER WITH 10% COMPRESSION
TO FULLY FILL ALL GAPS

UNIT 1

INSULATION AS PER
PROJECT SPECIFICATIONS

S

INSULATION AS PER PROJECT
SPECIFICATIONS

/

_7— 10mm GAP ON EACH SIDE

/ GYPROCK PLASTERBOARD TO

SYSTEM SPECIFICATION

UNIT 2

INSULATION AS PER

PROJECT SPECIFICATIONS

22

\ IMPORTANT: PROVIDE A CONTROL

JOINT AT JUNCTION OF THE EXTERNAL
WALL AND THE HEBEL PARTYWALL

HEBEL POWERPANELX"
EXTERNAL WALL SYSTEM AS
PER PROJECT SPECIFICATION

EXTERNAL

EXTERNAL WALL CORNER JUNCTION FOR POWERPANEL®® INTERTENANCY WALLS

SCALE: 1:5

NOTE: REFER TO HOUSES AND LOW RISE MULTI RESIDENTIAL POWERPANEL*- EXTERNAL
WALLS DESIGN AND INSTALLATION GUIDE FOR REFERENCE FOR FIXINGS.

SARKING/ WALL WRAP

AS REQUIRED

HEBEL POWERPANEL*"

EXTERNAL WALL SYSTEM AS
PER PROJECT SPECIFICATION
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