SLOTTED ANGLE 75 x 50 1.2mm BMT

CSR FIRESEAL™ SEALANT
AND BACKING ROD

OPTIONAL: TRACK OR ANGLE.

POWERFIXED TO SOFFIT ||/

14-10 x 65mm HEX HEAD 1
TYPE 177 SCREW ——MM —  — |

INSULATION A: AS PER J

SYSTEM REQUIREMENTS ~
(SEE TABLE BELOW)

HEBEL INTERTENANCY WALL
CONCEALED WATER SERVICES ONE SIDE,

BATHROOM POD OTHER SIDE
CONCRETE SOFFIT

4

ORETIT>

Hebel1179

CSR FIRESEAL™ SEALANT
AND BACKING ROD

OPTIONAL: TRACK OR ANGLE
POWERFIXED TO SOFFIT

INSULATION AS PER
SYSTEM REQUIREMENTS

RONDO P50 DETAIL

——

SLOTTED ANGLE 75 x 50
1.2mm BMT

PLAN VIEW

RONDO STEEL STUD

FRAMING SYSTEM

(INSTALLED AFTER BATHROOM
POD IS IN FINAL POSITION)

CONCRETE SOFFIT

— INSULATION AS PER
SYSTEM REQUIREMENTS

HEBEL POWERPANEL —— | OR SQUARE SET 1
(TONGUE AND GROOVE) RONDO NO129 FURRING CHANNEL In PLASTERBOARD TO
RONDO P50 Um;ﬁ:.\“l; wl INSULATION B: AS PER AND CLIPS AS PER SYSTEM \\ \\ PROJECT
OR SQUARE SET SYSTEM REQUIREMENTS REQUIREMENTS § M SPECIFICATIONS
LINING A: GYPROCK®  [APARTMENT (SEE TABLE BELOW) INSULATION A: AS PER  [APARTMENT e < [BATHROOM POD| (INSTALLED AFTER POD
PLASTERBOARD AS PER BATHROOM POD SYSTEM REQUIREMENTS & IS IN FINAL POSITION)
SYSTEM REQUIREMENTS (SEE TABLE BELOW) —— I AL
(SEE TABLE BELOW)————— LINING B: - Ell //
\| FIBRE CEMENT AS PER INSULATION B: AS PER ——m §
RONDO NO129 FURRING CHANNEL - - SYSTEM REQUIREMENTS SYSTEM REQUIREMENTS \
AND CLIPS AS PER SYSTEM | na SR (SEE TABLE BELOW) (SEE TABLE BELOW) LINING B:
REQUIREMENTS — || \ ~ T N | e meaURETERTS
14-10 x 100mm HEX HEAD L N'6 x 25mm TYPE 'S LINING A: GYPROCK® T SEE 4>w_.mwm_b<<
] NEEDLE POINT SCREWS PLASTERBOARD AS PER g | ( )
TYPE 17 SCREW H : A\
= _ L . - SYSTEM REQUIREMENTS
CSR FIRESEAL™ SEALANT ——, >AC. S . : (SEE TABLE BELOW)——— — w
OPTIONAL: TRACK OR ANGLE JBN
POWERFIXED TO SLAB HEBEL POWERPANEL il
HEBEL ADHESIVE (GAPS < 3mm) OR BATHROOM POD FLOOR TO POD (TONGUE AND GROOVE) _— |
HEBEL MORTAR ( GAPS >3mm) MANUFACTURER'S SPECIFICATIONS
SLOTTED BASE ANGLE 50mm x 50mm ™ =~
« 0.8mm BMT FIXED TO SLAB BATHROOM POD STEEL STUD FRAMING CSR FIRESEAL™ SEALANT
CONCRETE SLAB SYSTEM (MIN. 64mm STEEL STUD) TO POD B f
MANUFACTURER'S SPECIFICATIONS KN \
% /\
VERTICAL CROSS SECTION DETAIL A-A 7 b W
RONDO NO129 FURRING CHANNEL SLOTTED BASE ANGLE 50mm x 50mm IR BATHROOM POD STEEL
AND CLIPS AS PER SYSTEM APARTVENT x 0.8mm BMT FIXED TO SLAB STUD FRAMING SYSTEM &
REQUIREMENTS MIN. GAP PLASTERBOARD TO
INSULATION B AS PER SYSTEM CONGRETE SLAS PROJECT SPECIFICATION
REQUIREMENTS HeBeL PowerpANEL A LINING A
(TONGUE AND GROOVE) / PERSPECTIVE VIEW BATHROOM POD FLOOR TO POD
_ v NTS MANUFACTURER'S SPECIFICATIONS
¥ s ‘ A
‘ INTERTENANCY WALL
! A4 \ \ \ \ \ \ \ \ \ SYSTEM COMPONENT VARIATIONS
4 \ /L \ CODE |APPLICATION| WALL WALL FRLw  |R4C. WINC
\ X \ WIDTH HEIGHT LINING A INSULATIONA | =0 INSULATION B , LINING B
4 APARTMENT -/90/90 FOR
= — , —— Hebel1179 TO ootmm | UPTO3.3m|  WALL .50 13mm 50mm BRADFORD| , | 75mm BRADFORD | 6mm FIBRE
) BATHROOM HIGH |HEIGHTSUP| * GYPROCK CD | ACOUSTIGARD 11 ACOUSTIGARD 11 CEMENT
POD TO 3.3m
4 >
P -

HEBEL INTERTENANCY WALL
SYSTEM CONSTRUCTED BEYOND
BATHROOM POD TO
APPROPRIATE SPECIFICATIONS

DETAIL PLAN VIEW

BATHROOM POD

INSULATION AS PER SYSTEM
REQUIREMENTS

A

PLASTERBOARD TO
PROJECT SPECIFICATION

—

LINING B

(A) FRL VALUES SHOULD BE READ IN CONJUNCTION WITH CSIRO FIRE OPINION FCO FCO-3036. FOR WALLS > 3.3m AND < 4.65m, HEBEL
POWERPANEL CAGED TONGUE & GROOVE WILL ACHIEVE A FRL OF -/120/120.

(B) ACOUSTIC VALUES SHOULD BE READ IN CONJUNCTION WITH ACOUSTIC LOGIC ASSESSMENT REPORT 20151586.3/0707A/R5/GW.

(C) WHERE BATHROOM PODS ARE INSTALLED ALONG SIDE A FACADE WALL AND ONE POD WALL FORMS PART OF THE FACADE WALL CONSTRUCTION, THE
INSULATION USED IN THIS WALL MUST BE DEEMED NON-COMBUSTIBLE.

GENERAL NOTES:

1. INSULATION & PLASTERBOARD ARE REQUIRED AROUND BATHROOM POD PERIMETER TO CONCRETE SOFFIT.

2. FOR MORE CONSTRUCTION AND PRODUCT INFORMATION REFER TO HEBEL DESIGN AND INSTALLATION GUIDE FOR HIGH RISE APARTMENTS,
HOTELS, STUDENT ACCOMMODATION - CORRIDOR, INTERTENANCY, SHAFT & SERVICE WALLS (HELIT117).

CSR

LOCKED BAG 1345, NORTH RYDE BC NSW 1670
A.B.N. 55008631356 Ph: 1300 369 448
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HEBEL INTERTENANCY WALLS WITH BATHROOM POD

SCALE

DESIGN GUIDE REFERENCE
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