OVERVIEW OF POWERPANEL*" INTERTENANCY
WALL SYSTEMS

NO PENETRATIONS PERMITTED
THROUGH THE HEBEL

POWERPANELX" PANEL

AV

SEE DETAILS FOR BASE
OPTIONS

|

¥

\

TYPICAL LAYOUT OF POWERPANEL*" INTERTENANCY

WALL SYSTEMS

SCALE: NTS

w

SERVICES MAY PENETRATE DECORATIVE

S

WALL WITHOUT FIRE CAULKING
(PROVIDED GAP BETWEEN SERVICE AND
LINING DOES NOT EXCEED 6mm).

FOR WET AREA LINING USE CSR GYPROCK

s

SERVICES MUST RUN THROUGH
WALL FRAME AND MUST NOT BE
FIXED TO THE POWERPANEL*-

PANEL

HEBEL ADHESIVE AT EDGE JOINTS

AQUACHEK PLASTERBOARD OR CSR
CEMINTEL FIBRE CEMENT SHEET

CSR BUILDING PRODUCTS LTD

Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113

LOCKED BAG 1345, NORTH RYDE BC NSW 1670

AB.N. 55008631356
www.hebelaustralia.com.au

Ph: 1300 369 448

hebel

The better way to build

CSR Building Products Limited
ABLN. 55008 631 356

FIGURE
3.3.1.1

TME  TYPICAL LAYOUT OF POWERPANEL INTERTENANCY
DISCONTINUOUS WALL SYSTEMS

DESIGN GUIDE REFERENCE

HELITO13APRIL19

SCALE SHEET SIZE DRAWN DATE

A3 HT 08.05.19
NTS @ A3

SHEET NG, CHECK REVISION

10f2 ZK D




OVERVIEW OF POWERPANEL*" INTERTENANCY

WALL SYSTEMS

BRACKET FIXED TO FRAMING
AND POWERPANEL*" PANEL
(REFER TO FIXING DETAIL)

BRADFORD INSULATION AS PER
PROJECT SPECIFICATION

BRADFORD INSULATION AS PER
PROJECT SPECIFICATION

BRADFORD FIRESEAL PARTY WALL
SEALER WITH 10% COMPRESSION TO
FULLY FILL ALL GAPS. SEE NCC
CLAUSE 3.7.1.8d)ii)

REFER TO
HORIZONTAL
JOINT DETAIL

A

%w%g@gmmg%w%m@ﬁm

Thopoannneananeasnsegaanes:

=

FLOOR JOISTS MAY BE
PERPENDICULAR OR

PARALLEL TO WALL

600mm MAX. FROM BRACKET
TO JOINT IN POWERPANELX-

Qo

o

;- ]
BRADFORD INSULATION AS PER
PROJECT SPECIFICATION

WALL BRACKETS EACH

SIDE OF POWERPANELX

BBEBESEEEEBEEEBEY 5

PANEL

BRADFORD INSULATION AS PER
PROJECT SPECIFICATION

SSBESEEEEEY

VRN

ADDITIONAL NOGGINGS AND
CLIPS REQUIRED IN OFFSET
FLOOR LEVEL APPLICATIONS

TIMBER OR STEEL FRAMING AS
PER PROJECT SPECIFICATIONS

PANEL

REFER TO
HORIZONTAL
JOINT DETAIL

7
L 3300mm MAX. PANEL HEIGHT L 3300mm MAX. PANEL HEIGHT

FLOOR JOISTS MAY BE
PERPENDICULAR OR
PARALLEL TO WALL

3000mm MAX. FROM
BRACKET TO BRACKET

%

e —
BRADFORD INSULATION AS PER
PROJECT SPECIFICATION

WALL BRACKET

75mm HEBEL

POWERPANEL*" PANEL

BASE DETAIL REFER TO
ALTERNATIVE METHODS

&S&SZSZSZSZSZSZSZSKS;SZSZS&SZSZSZ@ZS}SZSZSZS SZSZSZSZS%ZSZSZSZSZS

R AR

R0

BRADFORD INSULATION AS PER
PROJECT SPECIFICATION

3300mm MAX. PANEL HEIGHT

20mm GAP
ON EACH SIDE

W CONCRETE SLAB

a

12,000mm MAX.

VERTICAL CROSS SECTION OF POWERPANEL*"
INTERTENANCY WALL SYSTEM

SCALE: 1:20

CSR BUILDING PRODUCTS LTD

Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113
LOCKED BAG 1345, NORTH RYDE BC NSW 1670

AB.N. 55008631356  Ph: 1300 369 448
www.hebelaustralia.com.au

hebel

The better way to build

CSR Building Products Limited
ABLN. 55008 631 356

CSR

112 Wisemans Ferry Road

FIGURE
3.3.1.2

TITLE VERTICAL CROSS SECTION OF POWERPANEL
INTERTENANCY DISCONTINUOUS WALL SYSTEM

DESIGN GUIDE REFERENCE

HELITO13APRIL19

SCALE

1:20 @ A3

SHEET SIZE

A3

DRAWN

HT

DATE

08.05.19

SHEET NG,

20f2

CHECK

ZK

REVISION

D




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS
GYPROCK PLASTERBOARD TO
S \\ SYSTEM SPECIFICATION
L—T
L—T
(=)
TIMBER OR STEEL FRAMING
\ AS PER PROJECT
=T SPECIFICATIONS
L —
| — \‘
\ 20mm GAP
L —T
“
& \ INSULATION TO SYSTEM SPECIFICATION
>
L—T
L—1
75mm HEBEL
POWERPANEL*
PANEL
<
CONTINUOUS STEEL CHANNEL
(RONDO 76 x 50 x 0.75mm)
FIXED WITH MASONRY ANCHORS
AT 600mm MAX. CTRS
-,
A < A 4 SR
4 4 A ) < : 4 ° Q 4 A N
4 g 5 4 2 < 4 < 4 4
A < 4 P A <
N B < A & , B g
= 4 4 N g A g « 4 7 S 4 =
g ° 4 A N < : 4 a 49
< < A ) BB B < < A A
7 B g < A A s B: )
BASE CONNECTION - CONTINUOUS DEFLECTION HEAD TRACK
SCALE: 1:5
DETAL TITLE BASE CONNECTION - CONTINUOUS DEFLECTION
CSR BUILDING PRODUCTS LTD : c @- %‘ 3321 _ _____ HEADTRACK _
T e Lo s v €Del 4 ~ HT 08.05.19
w%s#m%%_mﬁﬂﬂ.www.m: Ph: 1300 369 448 The better way to build HELITO13APRIL19 15@A3 TG R <O
Sonssosnsorsss 1of3 ZK c




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS

75mm HEBEL
POWERPANEL*- PANEL

CONTINUOUS HEBEL MORTAR

SO

TIMBER OR STEEL FRAMING
\ AS PER PROJECT

POWERPANEL*" PANEL FIXED TO

CONTINUOUS STEEL ANGLE

WITH 14 10 x 95mm HEX HEAD TYPE 17

SCREWS AT 600mm MAX.CTRS
\\\\\\\\\\\\OOZjZCOcmmﬁmmr>ZOrm

NOTE: THIS FRAME TO BE
CONSTRUCTED FIRST

GYPROCK PLASTERBOARD TO
SYSTEM SPECIFICATION

SPECIFICATIONS

20mm GAP

INSULATION TO SYSTEM SPECIFICATION

FIXED TO SLAB WITH MASONRY

= ANCHORS AT 600mm MAX. CTRS
N
2 < 4 4 RN
4 A N < VAl 4 N A <
A < A
4 g 5 4 2 < 4 < 4 4
4 < 4 4 A <
o A < A A <
< < 4 & 4 <
Pa) < A A < A
4 A < A A N
9 4 A 4 v < 4 49
< S A 2 A < o A
7 N ° 4 < A 4 v
4 9 49y )
SCALE: 1:5
DETAIL TITLE
o8 . 3322 BASE CONNECTION - CONTINUOUS STEEL ANGLE
I corouionceronuers o ey ) 1 e et
! ABN. 55008631356 P 1300 360448 The better way to build 15 @ A3 —

www.hebelaustralia.com.au

HELITO13APRIL19

CSR Building Products Limited
ABLN. 55008 631 356
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CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS

RS

[>T

'Rh

GYPROCK PLASTERBOARD TO
SYSTEM SPECIFICATION

TIMBER OR STEEL FRAMING AS
PER PROJECT SPECIFICATIONS

20mm GAP

B “
INSULATION TO SYSTEM SPECIFICATION
> ]
L—T
|
75mm HEBEL
POWERPANELX"
PANEL
=)
CONTINUOUS HEBEL MORTAR
s ALUMINIUM BRACKET FIXED TO FRAME
WITH 2 x 2mm x 25mm GAL. NAILS
OR 2 x 12-11 x 35mm HEX HEAD TYPE 17 SCREWS FOR TIMBER FRAMING
OR 2 x 10-16 x 16mm WAFER HEAD SCREWS FOR STEEL FRAMING
'/ ! \‘
i
\Z, 4
g 4 g
4 A < 4 2 <
A A A <
A < A <
4 g 4 2 < 4 4 4
Y < < A 4 < A <
o A < A A A <
A
< oy}
= 4 2 N 4 g 4 & g 4
4 4 < 4 A A9
< A Y A
< < A A < g Pl
A
N
7 4 9 A A
A < A4 < 3

SCALE: 1:5

CSR

CSR BUILDING PRODUCTS LTD
Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113
LOCKED BAG 1345, NORTH RYDE BC NSW 1670

AB.N. 55008631356  Ph: 1300 369 448
www.hebelaustralia.com.au

DETAIL TITLE

BASE CONNECTION - WALL BRACKET

Of 3.3.23
&
:mcm- %‘ SCALE SHEET SIZE
% DESIGN GUIDE REFERENCE A3

DRAWN

HT

DATE

08.05.19

The better way to build HELITO13APRIL19 1:5@A3
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CONSTRUCTION FOR INTERTENANCY
WALL SYSTEMS

H=

OlF—

600mm WIDE
HEBEL POWERPANEL*-
PANEL (ONE PANEL)

CENTRELINE OF PANEL

WALL BRACKET SHALL
BE FIXED TO PANEL
WITHIN A 50mm EITHER
SIDE OF THE
CENTRELINE OF PANELS
WIDE CENTRAL REGION
OF THE PANEL

p ) g A < A A g
Pa) < A
A 4 < 2 <
< A Pl 2 50mm 50mm 4 < 2
4 < 4 <
- 7 2 4 g =
< 4 A A
Pa) v a A <
4 a < A 4 a g 4
< <
< 4 < 4 A 4
< A A < A
A <
< <
v 4 9 , 4
A < 4 I -
SCALE: 1:5
oa . M i e BRACKET FIXING
Omm mc__lo_zo Umoocoqm _ll_lo : M&ﬂ\* o SCALE SHEET SIZE DRAWN DATE
Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113 m m %
LOCKED BAG 1345, NORTH RYDE BC NSW 1670 g % DESIGN GUDE REFERENCE A3 HT 08.05.19
e Semnibe o Mebeterweyobild | HELTOIAPRLTS | TS@AS o o
CSR Building Products Limited Phone: (02) 4340 3380 10of1 ZK D
A.B.N. 55 008 631 356 Fax: (02) 4340 3300




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS

FIXED BACK TO BACK WITH
10-16 x 16mm WAFER HEAD
SCREWS AT 600mm MAX. - N
CENTRES

200mm MIN.

CONTINUOUS STEEL CHANNEL
76 x 32 x 0.75mm BMT

OR 200mm MIN.
76 x 50 x 0.70mm DEFLECTION N
TRACK OR J-TRACK

16mm GYPROCK FYRCHEK PLASTERBOARD
FIXED TO HEBEL POWERPANEL*" PANEL WITH
10 x 50mm BUGLE HEAD LAMINATING SCREWS
AT 400mm CENTRES MAX.

HORIZONTAL JOINT FIXING - OPTION 1 (FRL: 90 MINUTES)

SCALE: 1:5

DETAL TITLE HORIZONTAL JOINT FIXING
CSR BUILDING PRODUCTS LTD ® w% 3.3.4.1 OPTION 1
nu ﬂ.—ﬂ Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113 m m ......m.m SCALE SHEET SizE DRAWN DATE
= LOCKED BAG 1345, NORTH RYDE BC NSW 1670 g % DESIGN GUDE REFERENCE A3 HT 08.05.19
W hebaiasttiarasomau 00 360 448 The better way to build HELITO13APRIL19 | 15@A3 i e v
CSR Building Products Limited x_ Oﬁ V N_A U
A.B.N. 55 008 631 356




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS A

L

OO

o

BRACKET FIXED TO POWERPANELX
PANEL WITH 2 x 14-10 x 65mm
HEX HEAD TYPE 17 SCREWS

T~ INSULATION TO SYSTEM SPECIFICATION

————— BRACKET FIXED TO FRAME WITH 2 x 2mm x 25mm GAL NAILS

OR 2 x 12-11 x 35mm HEX HEAD TYPE 17 SCREWS FOR TIMBER FRAMING
OR 2 x 10-16 x 16mm WAFER HEAD SCREWS FOR STEEL FRAMING
NON-COMBUSTIBLE PACKER

n

% i
i - < /
i 20mm WIDE (MAX.) AND 16mm DEEP (MIN.) CSR
[~~~

FIRESEAL SEALANT OVER POLYETHYLENE
HORIZONTAL JOINT FIXING - OPTION 2 (FRL: 90 MINUTES)

BACKING ROD ON BOTH SIDES
SCALE: 1:5

DETAL TME HORIZONTAL JOINT FIXING
®
CSR BUILDING PRODUCTS LTD w% 3.34.2 — — o_u._._cww_zm -
CSR Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113 m m ..%
= LOCKED BAG 1345, NORTH RYDE BC NSW 1670 g % DESIGN GUDE REFERENCE A3 HT 08.05.19
9%sz:m%mw_mﬂwmwﬂwﬂ.www.m: Ph: 1300369 448 The better way to build HELITO13APRIL19 15@A3 SHEET NO, THECK REVISION
CSR Building Products Limited N Oﬁ N N_A U
A.B.N. 55 008 631 356




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS A

ABLEFLEX (PRE)CUT AWAY AT PACKER
LOCATIONS

L

AN

10mm WIDE (MAX.) AND 10mm DEEP (MIN.) CSR
FIRESEAL SEALANT OVER POLYETHYLENE
BACKING ROD OR ABLEFLEX

BRACKET FIXED TO POWERPANELX
PANEL WITH 2 x 14-10 x 65mm
HEX HEAD TYPE 17 SCREWS

T~ INSULATION TO SYSTEM SPECIFICATION

———— BRACKET FIXED TO FRAME WITH 2 x 2mm x 25mm GAL NAILS

OR 2 x 12-11 x 35mm HEX HEAD TYPE 17 SCREWS FOR TIMBER FRAMING
OR 2 x 10-16 x 16mm WAFER HEAD SCREWS FOR STEEL FRAMING
50mm x 50mm (MIN.) NON-COMBUSTIBLE PACKER
(1 PER PANEL)

p

% i
- - /
i
[~

HORIZONTAL JOINT FIXING - OPTION 3 (FRL: 60 MINUTES)

SCALE: 1:5

DETAL TME HORIZONTAL JOINT FIXING
®
CSR BUILDING PRODUCTS LTD w% 3.343 — — o_u._._cww_zw -
CSR Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113 m m ..%
= LOCKED BAG 1345, NORTH RYDE BC NSW 1670 g % DESIGN GUDE REFERENCE A3 HT 08.05.19
9%sz:m%mw_mﬂwmwﬂwﬂ.www.m: Ph: 1300369 448 The better way to build HELITO13APRIL19 15@A3 SHEET NO, THECK REVISION
CSR Building Products Limited w Oﬁ ﬂ N_A U
A.B.N. 55 008 631 356




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS A

L

ORI

o

BRACKET FIXED TO POWERPANELX
PANEL WITH 2 x 14-10 x 65mm
HEX HEAD TYPE 17 SCREWS

T~ INSULATION TO SYSTEM SPECIFICATION

————— BRACKET FIXED TO FRAME WITH 2 x 2mm x 25mm GAL NAILS

OR 2 x 12-11 x 35mm HEX HEAD TYPE 17 SCREWS FOR TIMBER FRAMING
OR 2 x 10-16 x 16mm WAFER HEAD SCREWS FOR STEEL FRAMING
CONTINUOUS 50mm WIDE (MIN.)
NON-COMBUSTIBLE PACKER

I

% i
i : < /
5 10mm WIDE (MAX.) AND 10mm DEEP (MIN.) CSR
[~~~

FIRESEAL SEALANT OVER CONTINUOUS PACKER
HORIZONTAL JOINT FIXING - OPTION 4 (FRL: 60 MINUTES)

SCALE: 1:5

DETAL TME HORIZONTAL JOINT FIXING
CSR BUILDING PRODUCTS LTD ® w% 3.3.4.4 OPTION 4
CSR Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113 m m ......m.m SCALE SHEET SizE DRAWN DATE
= LOCKED BAG 1345, NORTH RYDE BC NSW 1670 g % DESIGN GUDE REFERENCE A3 HT 08.05.19
9%sz:m%mw_mﬂwmwﬂwﬂ.www.m: Ph: 1300369 448 The better way to build HELITO13APRIL19 15@A3 SHEET NO, THECK REVISION
CSR Building Products Limited # Oﬁ N N_A U
A.B.N. 55 008 631 356




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS A

BRACKET FIXED TO FRAME WITH 2 x 2mm x 25mm GAL NAILS
OR 2 x 12-11 x 35mm HEX HEAD TYPE 17 SCREWS FOR TIMBER FRAMING
OR 2 x 10-16 x 16mm WAFER HEAD SCREWS FOR STEEL FRAMING

1N

i

o
-

BRACKET FIXED TO POWERPANELX
PANEL WITH 2 x 14-10 x 65mm
HEX HEAD TYPE 17 SCREWS

i < /
| e 75mm WIDE (MIN.), 13mm THICK CSR BRADFORD
NA FIRESEAL STRIPS WITH A DENSITY OF 110 kg/m?
[~~~
T~ |NSULATION TO SYSTEM SPECIFICATION

HORIZONTAL JOINT FIXING - OPTION 5 (FRL: 90 MINUTES)

SCALE: 1:5

FiGURE TITLE HORIZONTAL JOINT FIXING
OPTION 5

LOCKED BAG 1345, NORTH RYDE BC NSW 1670
ABN. 55008631356  Ph: 1300 369 448 The better way to build HELITO13APRILA9 1:5 @ A3 T e T
50f7 ZK D

www.hebelaustralia.com.au
CSR Building Products Limited
ABN. 55008 631 356

CSR BUILDING PRODUCTS LTD : c @. .........x‘ 3.3.45
POl 3 [ o Offce Trimii 3, 39 DELHIRD, NORTH RYDE Nw 2113 m m %x I SCALE mxmzm;m>w - DATE 050510




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS A

TIMBER OR STEEL FRAMING AS PER PROJECT SPECIFICATION

FIRESEAL SEALANT OVER BACKING ROD

\7 /‘
W / 10mm WIDE (MAX.) AND 10mm DEEP (MIN.) CSR

N

HEBEL POWERPANEL*- PANEL

g
HORIZONTAL JOINT FIXING - OPTION 6 (FRL: 60 MINUTES)

SCALE: 1:5

FIGURE TITLE HORIZONTAL JOINT FIXING
CSR BUILDING PRODUCTS LTD ® Ww. 3.3.4.6 OPTION 6
nu ﬂ.—ﬂ Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113 m m ...M.."..‘ SCALE SHEET SizE DRAWN DATE
= LOCKED BAG 1345, NORTH RYDE BC NSW 1670 g % DESIGN GUDE REFERENCE A3 HT 08.05.19
W hebaiasttiarasomau 00 360 448 The better way to build HELITO13APRIL19 | 15 @A3 g e v
CSR Building Products Limited m Oﬁ ﬂ N_A >
A.B.N. 55 008 631 356




CONSTRUCTION FOR INTERTENANCY WALL SYSTEMS A

TIMBER OR STEEL FRAMING AS PER PROJECT SPECIFICATION

e

/ 10mm WIDE (MAX.) AND 10mm DEEP (MIN.) CSR

FIRESEAL SEALANT OVER BACKING ROD

N

HEBEL POWERPANEL*- PANEL

g
HORIZONTAL JOINT FIXING - OPTION 7 (FRL: 90 MINUTES)

SCALE: 1:5

FIGURE TITLE HORIZONTAL JOINT FIXING
CSR BUILDING PRODUCTS LTD ® Ww. 3.3.4.7 OPTION 7
nu ﬂ.—ﬂ Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113 m m ...M.."..‘ SCALE SHEET SizE DRAWN DATE
= LOCKED BAG 1345, NORTH RYDE BC NSW 1670 g % DESIGN GUDE REFERENCE A3 HT 08.05.19
W hebaiasttiarasomau 00 360 448 The better way to build HELITO13APRIL19 | 15 @A3 g e v
CSR Building Products Limited m Oﬁ ﬂ N_A >
A.B.N. 55 008 631 356




JUNCTION DETAILS FOR INTERTENANCY WALL SYSTEMS

OPTIONAL
INSULATION

UNIT 1

GYPROCK PLASTERBOARD TO
SYSTEM SPECIFICATION

BRADFORD INSULATION AS PER
PROJECT SPECIFICATIONS

BOBONT

|

WALL BRACKETS — = L]
o o N
N

O

WALL BRACKETS 20mm GAP lﬂ/ |
[
[
|
[

\

N N N A e e =

BRADFORD INSULATION AS PER TIMBER OR STEEL FRAMING AS
PROJECT SPECIFICATIONS PER PROJECT SPECIFICATIONS
[
[
GYPROCK PLASTERBOARD TO HEBEL PARTYWALL !
SYSTEM SPECIFICATION :
[
OPTIONAL INSULATION ”
[
I~ [
[
UNIT 2 ,

GYPROCK PLASTERBOARD TO
PROJECT SPECIFICATIONS

EXTERNAL WALL JUNCTION FOR POWERPANEL**
INTERTENANCY DISCONTINUOUS WALL SYSTEMS
SCALE: 1:5

IMPORTANT: PROVIDE A CONTROL
JOINT AT JUNCTION OF THE EXTERNAL
WALL AND THE HEBEL PARTYWALL

HEBEL POWERPANEL*-
EXTERNAL WALL SYSTEM AS
PER PROJECT SPECIFICATION

EXTERNAL

BRADFORD FIRESEAL PARTY

WALL SEALER WITH 10%

COMPRESSION TO FULLY FILL

ALL GAPS

SARKING AS REQUIRED

www.hebelaustralia.com.au
CSR Building Products Limited

ABLN. 55008 631 356

3.3.5.1

mme  EXTERNAL WALL JUNCTION FOR POWERPANELX
INTERTENANCY DISCONTINUOUS WALL SYSTEMS

AB.N. 55008631356  Ph: 1300 369 448 The better way to build

CSR BUILDING PRODUCTS LTD : c @- w‘
csr T R ebel’

DESIGN GUIDE REFERENCE

HELITO13APRIL19

SCALE

1:5@A3

SHEET SIZE

A3

DRAWN

DATE

08.05.19

10f5

CHECK

REVISION

C




JUNCTION DETAILS FOR INTERTENANCY

WALL SYSTEMS

HEBEL PARTYWALL |/

WALL BRACKETS

GYPROCK PLASTERBOARD TO
SYSTEM SPECIFICATION

OPTIONAL INSULATION |/

BRADFORD FIRESEAL
PARTY WALL SEALER WITH
10% COMPRESSION TO
FULLY FILL ALL GAPS

UNIT 1

OPTIONAL INSULATION

5L

o v
O
o N e

\

VN \W 20mm GAP
& |
&
\ SYSTEM SPECIFICATION
v

PROJECT SPECIFICATIONS

BRADFORD INSULATION AS PER

UNIT 2

GYPROCK PLASTERBOARD TO

OPTIONAL INSULATION

LSS SDIRELE:

\

IMPORTANT: PROVIDE A CONTROL
JOINT AT JUNCTION OF THE EXTERNAL
WALL AND THE HEBEL PARTYWALL

HEBEL POWERPANEL*"
EXTERNAL WALL SYSTEM AS
PER PROJECT SPECIFICATION

EXTERNAL WALL CORNER JUNCTION FOR
POWERPANEL*" INTERTENANCY WALL SYSTEMS

SCALE: 1:5

EXTERNAL

EXTERNAL WALL SYSTEM AS
PER PROJECT SPECIFICATION

SARKING AS REQUIRED

HEBEL POWERPANEL*-

CSR

CSR BUILDING PRODUCTS LTD

Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113
LOCKED BAG 1345, NORTH RYDE BC NSW 1670

AB.N. 55008631356  Ph: 1300 369 448
www.hebelaustralia.com.au

hebel

The better way to build

CSR Building Products Limited
ABLN. 55008 631 356

DETAL
3.35.2

e EXTERNAL WALL CORNER JUNCTION FOR POWERPANEL*
INTERTENANCY DISCONTINUOUS WALL SYSTEMS

SCALE

DESIGN GUIDE REFERENCE

HELITO13APRIL19

1:5@A3

SHEET SIZE

A3

DRAWN

HT

DATE

08.05.19

SHEET NG,

20of5

CHECK

ZK
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C




JUNCTION DETAILS FOR INTERTENANCY WALL SYSTEMS

20mm GAP

WALL BRACKETS

UNIT 1

| —  HEBEL PARTYWALL

GYPROCK PLASTERBOARD TO
/ SYSTEM SPECIFICATION

UNIT 2

Ny O
%

BRADFORD FIRESEAL
PARTY WALL SEALER WITH
10% COMPRESSION TO
FULLY FILL ALL GAPS

OPTIONAL INSULATION

BACKING ROD AND FIRE AND
ACOUSTIC RATED SEALANT* TO
ONE SIDE (*RATED TO 90 MINS)

FRAMING DESIGNED TO SUIT
BLADE WALL SITUATION
(SUPPORTS POWERPANEL)

IMPORTANT: PROVIDE A CONTROL
JOINT AT JUNCTION OF THE EXTERNAL
WALL AND THE HEBEL PARTYWALL

EXTERNAL

BLADE WALL CONSTRUCTED
/ AS PER RESIDENTIAL
EXTERNAL WALL SYSTEM.

BLADE WALL JUNCTION DETAIL

SCALE: 1:5

CSR

CSR BUILDING PRODUCTS LTD

Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113
LOCKED BAG 1345, NORTH RYDE BC NSW 1670

AB.N. 55008631356  Ph: 1300 369 448
www.hebelaustralia.com.au

AB.N. 55 008 631 356

hebel iff
e e 'gé DESIGN GUIDE REFERENCE A3

The better way to build

CSR Building Products Limited Phone:

DETAIL TITLE

3353 BLADE WALL JUNCTION DETAIL

DRAWN DATE

HT

SCALE SHEET SIZE

08.05.19

1:5@A3

112 Wisemans Ferry Road
Somersby, NSW 2500

REVISION

ZK D

SHEET NO.

3of5

CHECK

HELITO13APRIL19

(02) 4340 3380
ax: (02)4340 3300




JUNCTION DETAILS FOR INTERTENANCY WALL SYSTEMS

COATING SYSTEM AS PER 75mm HEBEL POWERPANEL*
PROJECT SPECIFICATION | PANEL
\\
POLYURETHANE
SEALANT
3- BJMM
10mm WIDE MAX. AND 10mm
DEEP CSR FIRESEAL SEALANT
OVER BACKING ROD
CONTINUOUS NON-COMBUSTIBLE PACKER
=
FLASHING BY OTHERS
I
i
V%/
d
1 BRADFORD FIRESEAL
PARTY WALL SEALER WITH
10% COMPRESSION TO
FULLY FILL ALL GAPS
TIMBER OR STEEL FRAMING AS T INTERNAL LINING
PER PROJECT SPECIFICATIONS ——~——__|
— Il 75mm HEBEL POWERPANEL*-
™ PANEL
™~
20mm GAP
>
>

4

STEP IN ROOF HEIGHT

SCALE: 1:5

DETAIL TITLE

STEP IN ROOF HEIGHT

IOMQM« mm__lmuw_w—/MVMI”Dm—wmkmuHmS\_lNdm : m cm®- ”M%‘ 3354 SCALE SHEET SIZE DRAWN DATE
Ly L} lea ice: Triniti 3, 3 1
CSR LOCKED BAG 1345, NORTH RYDE BC NSW 1670 .mx DESIGN GUDE REFERENCE A3 HT 08.05.19

AB.N. 55008631356  Ph: 1300 369 448 i :
The better way to build HELITO13APRIL19 1:5@A3
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JUNCTION DETAILS FOR INTERTENANCY WALL SYSTEMS ———, —— FLASHINGBY OTHERS

COATING SYSTEM AS PER PROJECT SPECIFICATION

ROOF SHEETING
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INTERTENANCY WALL OVERHANG

NOTE

1. MAX. PANEL LENGTH IS 3300mm.

2. MAX. SPAN BETWEEN SUPPORT ANCHORS IS 3000mm.

3. MAX. PANEL CANTILEVER FROM RESTRAINT BRACKET IS 600mm.

FGL

CONTROL JOINT DETAILS AS PER SECTION 3.3.4

TOP OF PANEL

HEBEL PARTY WALL CONTINUOUS CONSTRUCTION
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[l —— EXTERNAL WALL AS PER PROJECT SPECIFICATION

BRADFORD FIRESEAL PARTY WALL SEALER WITH 10%
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CANTILEVERED SOFFIT

BRADFORD INSULATION AS PER
PROJECT SPECIFICATION

GYPROCK PLASTERBOARD
TO SYSTEM SPECIFICATION

TOPHAT SECTION

BRADFORD FIRESEAL PARTY WALL SEALER WITH
10% COMPRESSION TO FULLY FILL ALL GAPS

=

FIRE RESISTANT CEILING/SOFFIT SYSTEM AS
PER NCC REQUIREMENTS AND THE
MANUFACTURERS REQUIREMENTS

BACKING ROD AND FIRE
RATED SEALANT

CROSS SECTION OF POWERPANEL”- INTERTENANCY
WALL SYSTEM CANTILEVERED SOFFIT
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