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OVERVIEW OF HEBEL POWERPANEL* DUAL ZERO BOUNDARY WALLS
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FIXING & INSTALLATION DETAILS

REFER TO TOP HAT SIZE

H

12-11 x 35mm HEX HEAD TYPE 17
/_ SCREW FOR TIMBER FRAMING,
OR 10-16 x 16mm HEX HEAD

SCREW FOR STEEL FRAMING

NO.14 - 10x65mm HEX

HEAD TYPE 17 SCREW ‘/—PLASTERBOARD AS PER

PROJECT SPECIFICATION

HEBEL POWERPANEL®® PANEL \u

TIMBER OR STEEL
FRAMING

/

HEBEL POWERPANEL®® DUAL ZERO BOUNDARY WALLS
FIXING DETAIL - HEBEL PANEL EXTERNALLY FIXED

SCALE 1:5

IMPORTANT: TOP HAT CLIP IS FIXED ON THE LEFT HAND SIDE OF THE STUD (WHEN LOOKING FROM INSIDE TO THE OUTSIDE OF THE BUILDING)
EXCEPT AT THE LAST STUD, ONLY, WHEN THE CLIP MAY BE INSTALLED UPSIDE DOWN.

INSTALLING THE CLIP UPSIDE DOWN i.e WHERE THE SCREW FIXING FROM THE CLIP TO THE TOP HAT IS AT THE BOTTOM FLANGE OF THE TOP HAT,
WILL BE ACCEPTABLE PROVIDED THAT:

A: THE UPSIDE DOWN CLIP IS FIXED ON THE RIGHT HAND SIDE OF THE STUD (WHEN LOOKING FROM THE INSIDE TO THE OUTSIDE OF THE
BUILDING)

B: THE UPSIDE DOWN CLIP INSTALLATION IS TO THE LAST STUD OFA WALL RUN (ONLY), SUCH THAT THE SPACING BETWEEN THE LAST AND
SECOND LAST STUDS IS NO GREATER THAN 600mm,

C: THE TOP HAT IS CONTINUOUS IN THIS REGION FOR A MINIMUM OF TWO SPANS i.e TOP HAT EXTENDS ACROSS TWO STUD SPACINGS,

D: INALL OTHER LOCATIONS, CLIPS ARE TO BE INSTALLED TO THE LEFT HAND SIDE OF THE STUD WITH THE SCREW FIXING TO THE TOP SIDE
OF THE CLIP i.e INTO THE TOP FLANGE OF THE HORIZONTAL TOP HAT.

HEBEL TOP HAT FIXED TO FRAME
WITH HEBEL DIRECT FIX CLIP ——

12-11 x 35mm HEX HEAD
TYPE 17 SCREW
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—PLASTERBOARD AS PER
1% PROJECT SPECIFICATION

10-16 x 16mm HEX HEAD TYPE
17 SCREW FOR FIXING TOP HAT
TO DIRECT FIX CLIP

L ———12-11 x 35mm HEX HEAD SCREW

HEBEL POWERPANEL®® DUAL ZERO BOUNDARY WALLS
FIXING DETAIL - HEBEL PANEL INTERNALLY FIXED

SCALE 1:5
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FIXING & INSTALLATION DETAILS
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NOTE:

FIXING & INSTALLATION DETAILS

BOUNDARY

|
REFER TO TOP HAT SIZE i
|
|

%

Vf‘ SCREW FIX INTERNALLY USING
S 12-11x35mm HEX HEAD TYPE 17 SCREW

1. FIXING TOP HAT / BATTENS DIRECTLY TO THE FRAME, OR, CONNECTING TOP HAT / BATTEN TO THE DIRECT FIX CLIP

ARE BOTH ACCEPTABLE METHODS OF INSTALLATION.

2. WHEN POSITIONING THE STUD FRAMES ALLOW 5-7mm EXTRA CAVITY WIDTH FOR THE SHEET BRACING BETWEEN

TOP HAT AND TIMBER STUD.
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WALL JUNCTION DETAILS AND SECTIONS

FLASHING TO PROJECT

SPECIFICATIONS

BRADFORD FIRESEAL PARTY WALL

SEALER WITH 10% COMPRESSION

TO FULLY FILL ALL GAPS x
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INSULATION AS PER PROJECT

/— SPECIFICATION
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WALL JUNCTION DETAILS AND SECTIONS

BRADFORD FIRESEAL PARTY WALL FLASHING TO PROJECT SPECIFICATION

SEALER WITH 10% COMPRESSION

TO FULLY FILL THE GAPS X

12-11 x 35mm HEX HEAD
TYPE 17 SCREW

FIBRE CEMENT

BOX GUTTER TO PROJECT SPECIFICATIONS

TIMBER OR STEEL
STUD FRAME
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TYPICAL DUAL ZERO BOUNDARY ROOF EAVE DETAIL
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WALL JUNCTION DETAILS & SECTIONS

TIMBER OR STEEL STUD FRAME

REFER TO FIGURE 3.4.4.1

_——— HEBEL POWERPANEL*
I COATING SYSTEM AS PER PROJECT

L SPECIFICATION

HEBEL POWERFLOOR

FLASHING TO PROJECT SPECIFICATION

BRADFORD FIRESEAL PARTY WALL SEALER WITH
10% COMPRESSION TO FULLY FILL ALL GAPS

FLASHING TO PROJECT SPECIFICATION

BOX GUTTER TO PROJECT
SPECIFICATION

TIMBER OR STEEL
STUD FRAME

TIMBER OR STEEL
HEBEL POWERPANEL® STUD FRAME
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¥ HEBEL DIRECT FIXING CLIP

NO.12 - 11x35mm HEX
HEAD TYPE 17 SCREW

'

DUAL ZERO BOUNDARY WALL DETAIL TO HEBEL POWERPANEL® EXTERNAL WALLS

SCALE 1:10

NOTE: USING 13mm THICK BRADFORD FIRESEAL DAMPER STRIPS WITH DENSITY OF 110 kg/m® AT
HORIZONTAL CONTROL JOINT IS APPLICABLE FOR DUAL ZERO BOUNDARY WALLS WHEN THE
HORIZONTAL CONTROL JOINT IS NOT EXPOSED TO OUTSIDE WEATHER CONDITIONS WHEN THE TOP
OF THE WALL IS CAPPED WITH FLASHING BETWEEN BOUNDARY.
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WALL JUNCTION DETAILS & SECTIONS
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FLASHING TO PROJECT SPECIFICATION
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CONTROL JOINTS

10mm WIDE (MAX.) AND 10mm
DEEP (MIN.) CSR FIRESEAL
SEALANT OVER CONTINUOUS

PACKER \
CONTINUOUS /
NON-COMBUSTIBLE PACKER

HEBEL POWERPANEL®
PANEL

INTERNAL LINING AS PER

INTERNAL LINING AS PER PROJECT SPECIFICATION
I/_ PROJECT SPECIFICATION /

TIMBER OR STEEL FLOOR
OR CEILING JOISTS

HEBEL /\— 10mm WIDE, 10MM DEEP CSR

POWERPANEL*PANEL FIRESEAL SEALANT WITH
BACKING ROD

TYPICAL VERTICAL CONTROL JOINT

SCALE 1:5
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