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NTS
CORRIDOR WALL
cope | appLICATION| . WALL | WALLHEIGHT o < SYSTEM COMPONENT VARIATIONS
"wy (B8) W
THICKNESS H LINING A MIN. GAP INSULATION @ LINING B
-/90/90 FOR
WALL
UP TO 3.3m 13mm GYPROCK 50mm BRADFORD 13mm GYPROCK
CSR21148 | DRY TODRY | 180mm HIGH HLEJ:DGTHSS 58 D 15mm ACOUSTIGARD 11 D
3.3m
-/90/90 FOR
UP TO 3.3m WALL 13mm GYPROCK 50mm BRADFORD
CSR21149 | DRY TOWET |  180mm HIGH HLEJ:DGTHSS 59 oD 15mm ACOUSTIGARD 11 | 13mm AQUACHEK
3.3m

REFER TO DESIGN AND INSTALLATION GUIDES FOR HIGH RISE INTERTENANCY AND SERVICE WALLS (HEB 1354) FOR MORE
CONSTRUCTION AND PRODUCT INFORMATION. 13mm AQUACHEK CAN BE REPLACED BY 9mm FIBRE CEMENT SHEETING AND ACHIEVE THE
SAME FRL AND ACOUSTICS.
FOR WALLS > 3.3m AND < 4.65m, CAGED TONGUE & GROOVE POWERPANEL CAN BE USED AND WILL ACHIEVE A FRL OF -/120/120.
REFER TO DESIGN AND INSTALLATION GUIDES FOR SHAFT AND SCISSOR STAIR WALLS (HELIT 032) FOR MORE DETAILED

INFORMATION.
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