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HEBEL SHAFT WALLS
SUITED FOR GENERAL PARTITIONS ON SERVICE
SHAFT TO WET AREAS OF SHAFTS ADJACENT TO

COMMON AREAS
CSR21163 - CSR21164

HEBEL SHAFT WALLS

A.B.N.   55 008 631 356

CSR BUILDING PRODUCTS LTD
LOCKED BAG 1345, NORTH RYDE BC NSW 1670
Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113

Ph: 1300 369 448
www.hebelaustralia.com.au 1:5 @ A3

A3 ET 12.04.24

1 of 1 CW C

CSR21163 - 21164

---
CSR Building Products Limited

                                                                                           112 Wisemans Ferry Road
                                                                                                   Somersby, NSW 2500
                                                                                               Phone:    (02) 4340 3380
    A.B.N. 55 008 631 356                                                       Fax:        (02) 4340 3300

SHAFT WALL

CODE APPLICATION WALL
THICKNESS WALL HEIGHT 'H' FRL (A) Rw+Ctr (B)

SYSTEM COMPONENT VARIATIONS
LINING A

CSR21163 SHAFT TO WET 88mm UP TO 3.3m HIGH -/90/90 34 13mm AQUACHEK

CSR21164 SHAFT TO
COMMON 88mm UP TO 3.3m HIGH -/90/90 33 13mm GYPROCK CDA

A

CSR FIRESEAL™ SEALANT
AND BACKING ROD

CONCRETE SOFFIT

14 - 10 x100mm MP BUGLE
HEAD SCREW

FIX ANGLE TO SLAB AS
PER PROJECT
SPECIFICATIONS

SHAFT

10

RONDO BASE ANGLE
FIXED TO SLAB
WITH GALVANISED
ANCHORS SHAFT

HEBEL POWERPANEL
(TONGUE & GROOVE)

WET/COMMON

N°10 x 50mm BUGLE HEAD
COARSE THREAD SCREW

CONCRETE SLAB

75 x 50 1.2mm SLOTTED
STEEL ANGLE

LINING A:
PLASTERBOARD AS PER
SYSTEM REQUIREMENTS

RONDO P50 DETAIL

14-10x65mm HEX HEAD
TYPE 17 SCREW

HEBEL POWERPANEL
(TONGUE & GROOVE)SHAFT

WET/COMMON

WET/COMMON LINING A

HEBEL POWERPANEL
(TONGUE & GROOVE)

CONCRETE SLAB

LINING:
PLASTERBOARD AS PER
SYSTEM REQUIREMENTS

CONCRETE SOFFIT

RONDO P50 DETAIL

RONDO BASE ANGLE
FIXED TO SLAB
WITH GALVANISED
ANCHORS

CSR FIRESEAL™ SEALANT

CSR FIRESEAL™ SEALANT

CSR FIRESEAL™ SEALANT
AND BACKING ROD

75 x 50 1.2mm SLOTTED
STEEL ANGLE FIXED
TO SLAB WITH
GALVANISED
ANCHORS

REFER TO DESIGN AND INSTALLATION GUIDES FOR HIGH RISE INTERTENANCY AND SERVICE WALLS (HEB 1354) FOR MORE
CONSTRUCTION AND PRODUCT INFORMATION. 13mm AQUACHEK CAN BE REPLACED BY 9mm FIBRE CEMENT SHEETING AND ACHIEVE THE
SAME FRL AND ACOUSTICS.
FOR WALLS > 3.3m AND ≤ 4.65m, CAGED TONGUE & GROOVE POWERPANEL CAN BE USED AND WILL ACHIEVE A FRL OF -/120/120.
REFER TO DESIGN AND INSTALLATION GUIDES FOR SHAFT AND SCISSOR STAIR WALLS (HELIT 032) FOR MORE DETAILED
INFORMATION.

N°10 x 50mm BUGLE HEAD
COARSE THREAD SCREW
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